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Hardware Requirements 

Small Dataset 

Minimum requirement Component Server Role 

64-bit, four-core, 2.5 GHz minimum per core Processor 
Application server 18 GB for production use RAM 

80 GB For Installation Hard disk 

64-bit, four-core, 2.5 GHz minimum per core Processor 
SQL Server 18 GB for production use RAM 

80 GB For Installation Hard disk 

بیس ها بیشتر کاربردی شدن نرم افزار فضای دیتامقدار فضای مشخص شده برای نصب است و با 

 خواهد شد.
 توضیحات

Medium Dataset 

Minimum requirement Component Server Role 

64-bit, four-core, 2.5 GHz minimum per core Processor 
Application server 18 GB for production use RAM 

80 GB For Installation Hard disk 

64-bit, four-core, 2.5 GHz minimum per core Processor 
Web Front End 18 GB for production use RAM 

80 GB For Installation Hard disk 

64-bit, eight-core, 2.5 GHz minimum per core Processor 
SQL Server 32 GB for production use RAM 

160 GB For Installation Hard disk 

 Ideally, you should separate and prioritize data among disks. 
Place your data files and your SQL Server transaction logs on 
separate physical hard disks 

 RAID 5 should provide a good compromise between reliability, 
and throughput. 

 توضیحات

Large Dataset 

Minimum requirement Component Server Role 

64-bit, four-core, 2.5 GHz minimum per core Processor 
Application server 24 GB for production use RAM 

80 GB For Installation Hard disk 

64-bit, four-core, 2.5 GHz minimum per core Processor 
Web Front End 24 GB for production use RAM 

80 GB For Installation Hard disk 

64-bit, eight-core, 2.5 GHz minimum per core Processor 
SQL Server 64 GB for production use RAM 

300 GB For Installation Hard disk 

 Ideally, you should separate and prioritize data among disks. 
Place your data files and your SQL Server transaction logs on 
separate physical hard disks 

 RAID 5 should provide a good compromise between reliability, 
and throughput. 

 توضیحات
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Software requirements 

Datacenter Edition 
Standard Edition 

Windows Server 2012 R2(64-bit) 

Operating system 
Datacenter Edition 
Standard Edition 

Windows Server 2016(64-bit) 

 SharePoint Server 2016 SharePoint Server 

At least Service Pack 1 SQL Server 2008 R2 with Service Pack 1 (64-bit) 

SQL Server  SQL Server 2014 (64-bit) 

Requires Project Server 2016 with SP1 SQL Server 2016 (64-bit) 

The domain controller must be one of 

the following operating systems: 

 Windows Server 2016 

 Windows Server 2012 R2 

 Windows Server 2012 

 Windows Server 2008 R2 

 Windows Server 2008 

 Windows Server 2003 

 

Active Directory Other 

Server Core installations of Windows 

are not supported. 
 توضیحات

 


